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Differential pressure sensors, QP.94.Ui / QP.95.Ui Δp 

- Active differential pressure sensors 

 - Power supply : AC/DC 24 Volt 

- Output signal : 0..10Vdc of 4..20 mA air [ Pa ] 

- Measuring range adjustable: 0..1000Pa > 0..4000Pa  
- 10-point offset with turning knob  
- 5-point calibration  

  
QP.94.Ui.4000   

 Optional  
 - LCD display   
 - MODBUS RTU or BACnet MS/TP communication  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Installation & commissioning 
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7. MODBUS Version 5 

8. BACnet Version 8 

9. Parameters and 5P calibration 9 

 
 

 
  



 

    
8601 

  

 

 

  

 www.belparts.com energetx    installation & commissioning 8.601    2  10 

 
 
 

8 

 
A

ll 
ri
g
h

ts
 r

e
s
e

rv
e

d
 ©

 2
0

1
8
-2

0
2
0
 B

E
L
P

A
R

T
S

 N
V

  


  
1

2
/2

0
2

0
 E

N
2
0
v
1
.0

  


  
S

u
b
je

c
t 
to

 c
h

a
n

g
e
s
 w

it
h

o
u
t 

p
ri

o
r 

n
o

ti
c
e
. 

 1. General   
 

 All work (such as assembly, electrical connection, commissioning, operation and 

maintenance) must be carried out by qualified personnel.  

The current local rules and regulations (e.g. building regulations, electrical/VDE 

guidelines etc.) should be observed.  

Installers and operators are required to inform themselves sufficiently before use.  

Read the product description before operating.  

Make sure that the product is suitable for your application.  

No liability is accepted for misprints or changes after publication.  

Intended use also includes compliance with the operating and installation 

instructions. We assume no liability for damage caused by improper use.  

Unauthorized or improper alterations to this device will invalidate the type approval 

and the warranty and guarantee claims. 

 
 
 

 2. Function   
 

 Measurement of differential pressure or the volume flow of air or non-combustible 

and non-aggressive gases. 

 
 
 

 3. Mounting   
 

 The differential pressure sensor is fastened to the air duct or the wall with the two 

mounting lashes.  

PVC hoses 6x4 mm are used to directly connect the duct connection fittings with 

the sensor reading inputs of the transmitter.  

Note correct polarity. 

The mounting location should be free of vibration. 

 
 
 

 4. Dimensions [mm] 
 

 

 

    
 

 

 

 

 1x M16 2x M16 

 standard version bus version 
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5. Electrical connections and settings, 2-wire versions 
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6. Electrical connections and settings, 3-wire versions 
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7. MODBUS Version 
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8. BACnet Version 
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9. Parameters and 5P calibration 
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